
Cleaner

U 303 U 305 U 306 U 3050 U 3150 U 3200 U 3250 U 3300 U 3345 U 3351 U 3550 U 3600 U 3001 3001 U 3478 CB 9075
ISO 10993-5 ISO 10993-5 ISO 10993-5 A B

Polycarbonate + ++++ +++ + ++ + +++ +

PMMA +

Aluminium / 
Polycarbonate

+ +++ +++ ++ +++

Glass + ++ ++ ++++ +++ ++++ + ++ ++ ++ +++

Glass / Steel + ++++ +++ ++ ++ ++ + ++++

Glass / Aluminium + +++ +++ +++ +++ + ++++

Viscosity [mPa*s] ≈ 1.500 tx 600-850 ≈ 7.000 tx ≈ 78 ≈ 200 ≈ 700 600-900 ≈ 1.500 1.500-2.500 400-500 ≈13.000 tx
11.000-

13.000 tx
≈ 1.700 ≈ 1.700

1.500-5.000 

tx

Tack-free surface no no no no no yes no yes no no no yes

Appearance after 
curing

clear clear clear clear

clear, in 

thicker 

layers 

opaque

clear clear

clear, in 

thicker 

layers 

slightly 

cloudy

clear, 

slightly 

yellowish in 

thicker 

layers

clear, 

slightly 

yellowish in 

thicker 

layers

clear
slightly 

cloudy

Recommended 
Applications

needle 

bonding 

capillary 

adhesive for 

glass/glass 

and 

glass/metal 

bondings

flexible 

adhesive for 

plastics, 

glass and 

metals

lead wire 

fixing on 

speaker 

cones

for sealing,          

UV-/ 

moisture-

curing

accelerator UV-/ 

anaerobic 

curing

   + = recommended                    ++++ = highly recommended

siehe TDS     

(technisches 

Datenblatt)

preparing 

proper 

surfaces 

and wiping 

off non 

cured UV 

adhesive

Medical UV Products Standard UV Products Dual-Curing UV Products


